
Quality Assurance - Masonry Material Submi�als and Tes�ng
CBC: 2022 California Building Code (DSA-SS;  OSHPD 1 AND 4; OSHPD 1R, 2 and 5; DSA-SS/CC)
TMS 402: 2016 Building Code Requirements for Masonry Structures and Commentary
TMS 602: 2016 Specifica�on for Masonry Structures and Commentary

Risk Category
II, III, IV

TMS 602 Level 2
CBC 1705A.4.1

All Risk Categories
TMS 602 Table 3 & 4

CBC 1705A.4

Angelus Block Co., Inc. supplies this informa�on as an educa�onal aid. References to code sec�ons are not exhaus�ve, and those included
herein are intended only to introduce the user to general concepts and examples of code treatment of this topic. It is the responsibility of the
user to obtain engineering or other advisory services from licensed professionals for determining applicability to any specific project.

CMU: ASTM C90 Cer�fica�on
TMS 602 1.5. B.2.c

Mortar: ASTM C270
Propor�on Specifica�on
Mix Design / Cer�fica�on
TMS 602 1.5. B.1.a.1 / 1.5 B.2.d

Mortar: ASTM C270
Property Specifica�on
Mix Design & Test Rpt / Cer�fica�on
TMS 602 1.5. B.1.a.2 / 1.5 B.2.d

Grout: ASTM C476
Propor�on Specifica�on
Mix Design / Cer�fica�on
TMS 602 1.5. B.1.b.1 / 1.5 B.2.d

Grout: ASTM C476
Property Specifica�on
Mix Design & Test Rpt / Cer�fica�on
TMS 602 1.5. B.1.b.2 / 1.5 B.2.d

Self-Consolida�ng Grout: ASTM
C1019, C1611
Property Specifica�on
Mix Design & Test Rpt / Cer�fica�on
TMS 602 1.5. B.1.b.2 / 1.5 B.2.d

OR

OR

OR

NOTE: 2022 CBC Chapter 21 a lso conta ins  s ec�ons  related to qua l i ty as surance that are
s pecific to OSHPD 1R, 2 and 5, and DSA-SS/CC. As  those references  have s imi lari�es  to DSA and
OSPHD requirements  in Chapter 21A, they are included here.

Masonry
Veneer

TMS 402 Part 4, TMS 402 Ch. 12
CBC Ch. 14

Engineered
Masonry

TMS 402 Part 3

Submi�al Cer�fica�ons

Level 2 Quality Assurance
TMS 602 Tables:

3 - Minimum Verifica�on Req.
4 - Min. Special Inspec�on Req.

Submit cer�fica�ons

Sample panels required by TMS
602 Ar�cle 1.6D

Special inspec�ons per TMS 602
Table 4

Level 3 Quality Assurance
TMS 602 Tables:

3 - Minimum Verifica�on Req.
4 - Min. Special Inspec�on Req.

Submit cer�fica�ons

Sample panels required by TMS
602 Ar�cle 1.6D

Special inspec�ons per TMS 602
Table 4

Verifica�on of slump flow for self-
consolida�ng grout

Verifica�on of f'm prior to
construc�on and every 5K sq �.

Verifica�on of propor�ons of
materials in preblended mortar
and grout
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(DSA-SS;  OSHPD 1 AND 4; OSHPD 1R, 2 and 5; DSA-SS/CC)

OR

Build/test per
ASTM C1314

Level 3 Qual�y Assurance
Prior to construction and each

5K sq ft of wall area

TMS 602 Tables 3 and 4

Unit Strength
Method

TMS 602 1.4 B.2.b

Prism Test Method
TMS 602 1.4 B.3

Compressive Strength
Determina�on
TMS 602 1.4 B.

f'm > 2000
Prism test mandatory

CBC 2105A.2
CBC 2105.2

Mortar & Grout
Tests

CBC 2105A.3
CBC 2105.3
CBC 2115.8

Bed joints not
more than 5/8"

thick

Test per
ASTM C140

CMU
ASTM C90

Angelus Block Co., Inc. supplies this informa�on as an educa�onal aid. References to code sec�ons are not exhaus�ve, and those included
herein are intended only to introduce the user to general concepts and examples of code treatment of this topic. It is the responsibility of the
user to obtain engineering or other advisory services from licensed professionals for determining applicability to any specific project.

OR

f'm = 1500 to
2000 net psi

CBC 2105A.3
CBC 2105.3

CBC 2115.8.1
Excep�ons

DSA-SS
OSHPD 1 & 4

OSHPD 1R, 2 & 5
DSA-SS/CC

IF
non-bearing, non-

shear wall  12� high
or less, hollow cmu:
mortar tests l imited
to beginning of work

DSA-SS
DSA-SS/CC

IF
mortar sampling and
tes�ng NOT required

for preblended
mortars conforming
to ASTM C270 with a

valid evalua�on
report

Test per:
CBC 2105A.3
ASTM C780

CBC 2105.3
CBC 2115.8.1

ASTM C780

Mortar

Test per
ASTM C1019

Grout

Masonry Core
Tes�ng

CBC 2105A.4
CBC 2105.4

CBC 2115.8.2

OR

CBC 2105A.4
CBC 2105.4

CBC 2115.8.2
Excep�ons

IF
non-bearing,

non-shear wall
12� high or less,
hollow cmu f'm
not exceeding
2000 psi; Core

tesing NOT
required

Mortar & Grout Tests
NOT required when

prism tes�ng
CBC 2105A.3 5.d

CBC 2105.3
CBC 2115.8.1

Permi�ed to be
approved as

alternate to core
tes�ng: infrared
thermographic
survey or other

non-destruct
procedures

2105A.2 Excep�on for
reinforced grouted
mul�-wythe masonry
or reinforced hollow
masonry


